
Are you still wasting time and money washing parts by hand? 

Got an old, unreliable and potentially dangerous parts washer that’s
not up to the job anymore? 

HW1100G / HW1400G / HW1600G 

HEAVY DUTY RANGE 

THE DIRTY WORK TO
Just leave

“The Hotwash Automatic Parts Degreasing System, will revolutionise 
your workshop productivity, massively boost profits and remove the 
dangerous and time consuming practice of manually washing parts by hand.”

Reduce labour costs
and increase profits

Gear Driven Safety Turn Table
Reliability, performance & operator safety.

IP65 Electrics
Mine spec, moisture and dust proof electrics.

Environmentally Friendly
Water based using biodegradable chemicals.

Australian Made, Export Quality
Made and designed “mine tuff”.

Optional Stainless Steel Construction
Corrosion resistant.

Fast & Powerful Operation
4 times faster than by hand.

Incredable r.o.i.
500+% return on investment.

Slash Wages
Reduce overheads.

Use  Time Wisely 
Add extra chargeable hours to turnover.

500 Extra Chargable Hours p.a.
P.a. extra turnover.

Charge ea. 15 mins of Hotwash Time
At your normal hourly rate.

Why Rent When You Can Buy???
Why waste your money.

reasons you need a Heavy Duty
Hotwash Automatic Parts Cleaner
in your workshop now and why
it’s a ‘No Brainer’

Then here are the...

600+
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‘cleaning up’ industry for over 30 years



 

OPTIONAL EXTRAS
•  20kg Hotwash Spray Wash Powder.
•  Small Parts Basket 200 x 200 x 200.
•  Large Parts Basket 200 x 200 x 400.

 

WARRANTY:  

TECHNICAL:

1. Quality Australian Made and Technical Support 
2. 12 months & labour *Conditions apply.
3. Warranty excludes rust or corrosion, pump, seals and or heating elements.
Note: Regular waste water servicing every 40 pump hours and correct use of genuine “Hotwash 
Spray Wash Powder” will eliminate corrosion issues and ensure reliable operation. Time taken to 
heat single phase machine will depend on ambient conditions and/or other factors.  

Lifetime greasable 
hinges for durability

MODEL HW900W HW1100W HW1100G HW1400G HW1600G
Turn Table Diameter 900 1100 1100 1400 1600

Internal Height (mm) 420 550 550 700 800

Load Capacity (kg) 500 750 750 1000 1250

Height (Lid closed) 1030 1205 1205 1520 1620

Width 1090 1400 1400 1950 2250

Depth 970 1290 1290 1780 2100

Weight (kg) 350 450 450 550 650

Pump Motor (kw) 2.2 4 4 5.5 7.5

Tank Capacity (Ltrs) 125 275 275 400 500

Heating Elements 3 x 2.4KW 3 x 3.6KW 3 x 3.6KW 3 x 3.6KW 3 x 4.2KW

Connection 20 amp, 4Pin 32 amp, 4Pin 32 amp, 4Pin 32 amp, 4Pin 32 amp, 4Pin

Stainless Steel Construction Optional Optional Optional Optional Optional

3 Phase 1ph & 3ph

Turn Table Drive Water Drive Water Drive Gear Drive Gear Drive Gear Drive

Cycle Timer 

IP65 Electrics

Spray Bar Flush

Water Top Up

Low Water Cut Out

Easy access pump 
for rapid service 

removal

Steel electrical 
cabinet with IP65 

electrics

Heavy duty gear 
drive turntable

Low water cut out 
and manual water 

top up

Easy clean spray 
pipes and nozzles

Safety lid switch 
cuts out during 

cycle

Quick drain tank 
with no blockage 

ball valve

Safety Gear Drive turn table standard
on all G models

Australian owned, designed & made

Heavy duty, quality construction

Grit blasted and powder coated

Easy access, Stainless Steel, 
high pressure pump

Steel electrical cabinet
IP65 Mine spec electrics

Low water level cut out switch

Water top up ball valve

Self-draining tank

Heavy duty gas lid struts

Variable speed, water driven turn table

Low maintenance, HD basket bearings

Single & three phase.

EASY FINANCE AVAILABLE
(Capricorn Society finance to approved members.)

A 283 Treasure Rd North, Welshpool, Perth WA

MODEL HW1100G HW1400G HW1600G
Turn Table Diameter 1100 1400 1600

Internal Height (mm) 550 700 800

Load Capacity (kg) 750 1000 1250

Height (Lid closed) 1205 1520 1620

Width 1400 1950 2250

Depth 1290 1780 2100

Weight (kg) 450 550 650

Pump Motor (kw) 4 5.5 7.5

Tank Capacity (Ltrs) 275 400 500

Heating Elements 3 x 3.6KW 3 x 3.6KW 3 x 4.2KW

Connection 32 amp, 4Pin 32 amp, 4Pin 32 amp, 4Pin

Stainless Steel Construction Optional Optional Optional

3 Phase

Turn Table Drive Gear Drive Gear Drive Gear Drive

Cycle Timer

IP65 Electrics

Spray Bar Flush

Water Top Up

Low Water Cut Out




